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AlpicAir Condensing Units

Experience performance, reliability, and efficiency with
AlpicAir's wide range of condensing units — engineered
to deliver the perfect solution for any application, large or
small. Thanks to their extended operating range in both
heating and cooling modes, AlpicAir units perform
effortlessly even in the most demanding conditions.

Key Benefits:

o

Cost-effective investment - enjoy affordable
equipment and installation without compromising on

quality
Low maintenance - designed for long-term reliability

Built to last — robust design ensures a long service life
and consistent performance year after year

o Energy efficient - optimized components reduce
power consumption and lower operating costs
o Flexible installation - compact design and multiple

configuration options make setup easy in any

environment

Model AOU-35HRDC1B AOU-53HRDC1B

Cooling kw 35(1,37-431) 53 (193 -627)
Capacity

Heating kw 3,81 (1,07 - 4,38) 55 (1,29 -70)

Cooling kw 1,14 (012 - 1,65) 1,55 (015 - 2,25)
Power input

Heating kw 108 (011-148) 1,50 (022 - 2,35)
Power supply V/Ph/Hz 230/1/50 230/1/50
Max current A 72 100
Sound Pressure (Lp) dB(A) 560 555
Sound Power (Lp) dB(A) 650 640
Refrigerant R32(550 g) R32 (1100 g)
Net dimensions (W xHxD) mm 720x495x270 805x554x330
Weight (brutto/neto) kg 25/232 33,5/36,1
Pipe connections inch 1/4 - 3/8 1/4-1/2
Maximum refrigerant pipe length m 250 300
Maximum height difference m 100 200
Operating conditions in cooling mode °C -15 - +50 -15 - +50
Operating conditions in heating mode °C -20 - +24 -20 - +24

*For bigger capacity please refer to AlpicAir VRF catalogue.
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AOU-7IHRDCIB
703 (302 - 879)
73 (152 - 946)
234 (034 - 345)
213 (030 - 3,15)
230/1/50
150
605
660
R32 (1450 g)
890x673x342
439/469
3/8-5/8
500
250
-15 - +50
=20 - +24

AOU-10SHRDC3A
1055 (2,7 - 1143)
11,14 (278 - 12,66)
4,00 (0,89 - 4,15)
3,00 (0,78-4,00)
380/3/50
100
630
700
R32 (2400 g)
946x810x410
850/80,5
3/8-5/8
750
300
-15 - +50
=20 - +24

AOU-140HRDC3C
14,07 (3,52-15,83)
16,12 (4,11-17,59)
450 (0,81 - 645)
4,60 (095 - 5,80)
380/3/50
105
640
730
R32 (2900 g)
980x975x415
105/90
3/8-5/8
750
300
-15 - +50
=20 - +24

AOU-180HRDC3C
1524 (4,10-1729)
18,18 (4,40-20552)
525 (1,03 - 6,65)
515 (095 - 6,60)
380/3/50
115
650
7.0
R32 (3200 g)
980x975x415
107/92
3/8-5/8
750
300
-15 - +50
=20 - +24

The data is measured under the following conditions (ISO-T1). Cooling: Indoor temp. of 27 °C DB, 19 °C WB, and outdoor temp. 35 °C DB. Heating: Indoor temp. of 20 °C DB, and

outdoor temp. of 7°C DB, 6 °C WB.

V 315.0 * Under our policy of continuous improvement, we reserve the right to change specifications and design without prior notice. www.alpicaircom



